
Internal Corners

QT®FullMesh
(AS-3.1.B)
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(AS-3.1.1.C)

50 Min.
 Edge Fixing

Steel or Timber
Batten
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Wall
Panel

Steel or Timber
Stud

Panel Fixing

Polyurethane
Foam Adhesive

Vapour Permeable
Sarking

QT®FullMesh
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Panel

30
Nom.

Wall
Panel

Panel

Render

Panel Fixing

QT®CornerMesh

Vapour Permeable
Sarking

Polyurethane Foam
Adhesive

QT®FullMesh

30 No
m

.
W

al
l

Pa
ne

l

50 Min.
 Edge Fixing
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ax
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Steel or Timber
Batten

Steel or Timber
Stud

Note
All panel fixings to be 10g x
75mm class 3 screws or 75 x
3.15 ø or 3.75 ø class 3 ring
shank nails with QT®Buttons at
225mm centres as per technical
manual section 2. Batten fixings
should be class 3 and as section
2 of the technical manual.

Note
All panel fixings to be 10g x
75mm class 3 screws or 75 x
3.15 ø or 3.75 ø class 3 ring
shank nails with QT®Buttons at
225mm centres as per technical
manual section 2. Batten fixings
should be class 3 and as section
2 of the technical manual.
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Panel to Wall Sheet Junction
(AS-3.6.B)

Steel or
Timber
Stud

Steel or
Timber
Batten

Render

Panel

Panel Fixing

30
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l
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Damp Proof
Membrane

Folded colorbond or Zincalume
Flashing

Exterior Grade Weatherproof
Sealant

100 Maximum

50 Min.
Edge Fixing

Weatherboard, fibre cement or
profiled metal sheeting. (See
manufacturer for fixing details).

Vapour
Permeable
Sarking

Note
All panel fixings to be 10g x 75mm class 3 screws or 75 x 3.15 ø or 3.75 ø class 3 ring shank nails with QT®Buttons at 225mm centres
as per technical manual section 2. Batten fixings should be class 3 and as section 2 of the technical manual.
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External Corners
Corner Bead
(AS-3.2.C)

Reinforced
(AS-3.2.1.C)
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Sarking

Panel

QT®FullMesh

Render

225 Maximum
Edge Fixing
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Panel Fixing

Polyurethane Foam
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Steel or Timber
Batten

QT®CornerMesh
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Panel Fixing

225 Maximum
Edge Fixing

30
Nom.

Wall
Panel
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Steel or Timber
Batten

Steel or Timber
Stud

30
Nom.

Wall
Panel

QT® FullMesh
Must Overlap
External Grade
Corner Bead

External graded uPVC
Corner Bead

Note
All panel fixings to be 10g x 75mm
class 3 screws or 75 x 3.15 ø or
3.75 ø class 3 ring shank nails with
QT®Buttons at 225mm centres as
per technical manual section 2.
Batten fixings should be class 3 and
as section 2 of the technical manual.

Note
All panel fixings to be 10g x 75mm
class 3 screws or 75 x 3.15 ø or
3.75 ø class 3 ring shank nails with
QT®Buttons at 225mm centres as
per technical manual section 2.
Batten fixings should be class 3 and
as section 2 of the technical manual.
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Horizontal Expansion Joint
(AS-3.3.C)

30
Nom.

Wall
Panel

Backing Rod

Exterior Grade
Weatherproof Sealant

Panel Fixing

Steel or Timber Stud

Steel or Timber Batten

Floor Framing

uPVC Expansion Bead

Panel

Render

30
Nom.

Wall
Panel

OR

10

Vapour Permeable Sarking

Note
All panel fixings to be 10g x 75mm class 3 screws or 75 x 3.15 ø or 3.75 ø class 3 ring shank nails with QT®Buttons at 225mm centres
as per technical manual section 2. Batten fixings should be class 3 and as section 2 of the technical manual.

Blocking Members
Between Bearers

Internal Wall &
Ceiling Linings

Option 1 Option 2
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Vertical Expansion Joint
(AS-3.4.B)

uPVC Expansion Bead

Render

Panel

Steel or Timber Batten

Steel or Timber Stud

30 No
m

.
W

al
l

Pa
ne

l

100
Max.

100
Max.

Backing Rod

Panel Fixing

Vapour Permeable Sarking

Dampproof Membrane Fixed
to back of Panel

OR

10

Note
All panel fixings to be 10g x 75mm class 3 screws or 75 x 3.15 ø or 3.75 ø class 3 ring shank nails with QT®Buttons at 225mm centres
as per technical manual section 2. Batten fixings should be class 3 and as section 2 of the technical manual.

Option 1

Option 2

Exterior Grade
Weatherproof Sealant
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Panel to Brick Junction
(AS-3.7.B)

Render

Panel

Panel Fixing

30 No
m

.
W

al
l

Pa
ne

l

100 Maximum

50 Min.
Edge Fixing

Masonry Veneer (See
manufacturer for fixing details).

50
Ca

vi
ty

No
m

.
M

as
on
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 U

ni
t

Steel or
Timber
Stud

Steel or
Timber
Batten

Vapour Permeable
Sarking

Note
All panel fixings to be 10g x 75mm class 3 screws or 75 x 3.15 ø or 3.75 ø class 3 ring shank nails with QT®Buttons at 225mm centres
as per technical manual section 2. Batten fixings should be class 3 and as section 2 of the technical manual.

Exterior Grade Weatherproof
Sealant with Quad Mould
(optional) over.
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Panel Upper Storey to Brick Lower Storey Junction
(AS-3.8.C)

Steel or Timber Stud

Steel or Timber Batten

Panel

Render

Floor Framing

30
Nom.

Wall
Panel

Panel Fixing

Weepholes

Exterior Grade Weatherproof
Sealant

Compressible Foam

Dampproof Membrane

Masonry Veneer

Cavity Masonry

15

Vapour Permeable Sarking

Note
All panel fixings to be 10g x 75mm
class 3 screws or 75 x 3.15 ø or
3.75 ø class 3 ring shank nails with
QT®Buttons at 225mm centres as
per technical manual section 2.
Batten fixings should be class 3
and as section 2 of the technical
manual.

Cantilever bearer to suit offset
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